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Environmentally friendly product

WP PRIMER

ADVANTAGES

* Good mechanical and chemical properties

* Strengthen the water resistance and anti-impact

* Enable the filing element with good compatibility
and dispersibility

* Low bubbling

* Anti-freezing

* Less dusting

* Superb adhesive strength

* Can be apply directly on damp or
wet surfaces

* Flexural strength

* Non-corrosive

* Non-flammable

* Non-toxic

ADVANTAGES

* Low VOC & Non-formaldehyde

* Environmentally friendly:

* High elasticity

* Will bond to most surface

* Does not run or creep under heat

* Resists to wide range of acids and alkalis
* Can be applied directly on damp or wet surfaces
* Odourless and produces no fumes
* Non-toxic

Packing : 5kgs / 20kgs

Packing : 4kgs / 20kgs

Water-based PU Bituminous Waterproofing Membrane

Areas of application include:
Waterproofing primer, Bonding
agent, Manhole liners, Repair
mortar, Angle fillets, New and
old concrete bonding agent,
Multi-purpose adhesive
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1-007 WP Primer (0.2kg/M* pure)

—Substrate

Areas of application include:

Basement, RC flat roof, Floor slabs, Patios,
Terraces, Balconies, Internal wet area, RC
gutter, RC planter box, Lift pit, Retaining
walls , Swimming pool , Fountain
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UV Resistant Elastomeric Waterproofing Coating
|

ADVANTAG
* Low VOC

* Water based and non-formaldehyde

* UV protection

* No blistering, cracking and peeling

* Chemical resistant and waterproof

* User friendly, suitable use on any surface

* Adheres well over, galvanized and metal roofs,
wood, asphalt or aluminium coatings, polystyrene
foam insulation, polyester plastic panels, precast
flat concrete and barrel cement tiles and many
roofing materials

* prevention of ravages of acid rain, freeze-thaw,
cycles, sunlight, bacteria and fungus

Packing : 5kgs / 20kgs

Areas of application include:
RC gutter, RC planter boxes, Floor slabs,
External decks, landscaped area, External
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wall, Wood siding / fences, RC flat roof, _
Metal / steel roof, New / old masonry
and concrete, Terraces, balconies and
services yards

s FLESEAL T-200 (0 S50/MY)
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One Component Water-Based Flexible Cementitious Waterproofing

ADVANTAGES

* Easy to apply, can be directly coated on the
damp surface.

* High flexibility

* High water resistance

* Low water absorption

* Non-toxic

* Excellent adhesion to brick work, concrete /
masonry, other cement bound surface

* permeable to water vapor

* Ultimate weather resistance

Packing : 6kgs / 22.5kgs

Cementitious Waterproofing Slurry

Areas of application include:

Bathrooms, toilets and kitchens, Roofs and
balconies, Water tanks, Suspended

floors, RC gutters, Floor slabs,

Basements and fountains,

Retaining walls, Swimming pools

and fountains, Crack sealer,

Protective coating
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EASYCOAT WP 1w (Lig/v)

« EASYCOAT W1+ [Lig/V™)
<7007 WF Primer (02kg/w

ADVANTAGES

* Low VOC

* Environmentally friendly

* Pre-batched and ready for used

* High workability

* Good adhesive to sound substrate
* Can be applied directly on damp or wet surface
* Impermeable

* Frost and salt resistance

* Resist carbon dioxide penetration
* Slightly flexible

* Capable of re-application

* Non-toxic
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Packing : 22.5kgs

Areas of application include:
Potable water tanks, Basements,
Retaining walls, Seawalls, Terraces
and balconies, RC gutters, Bathroom
floors and walls, Swimming pool
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ADVANTAGES

* Easy to use, only mix with cement on the
job site

* Excellent adhesion and durability

* Crack resistance

* Good flexural strength

* Good impact strength

* Freeze-thaw resistance

* Vapor permeable

* Low alkalinity

* Excellent water resistance

Packing : 4 litres / 18 litres

Tile Adhesive Floor And Wall Thin-set Mortar

ADVANTAGES

*Good bonding strength

* Easy installation / User friendly

* Excellent water and impact resistance
* Non-flammable

* Non-toxic

Packing : 25kgs

Areas of application include:

As a base coat for floor screeds, As a
flexible adhesive for tiling & glazing,
As a flexible patching mortars, As a
concrete repair mortars, As a
abrasion resistant linings

Substrate
~Cament ¢ LATEX 108

“Tiles

Suitable for bonding ceramic tiles,
homogeneous tiles, mosaics etc. on:

Both wall and floor, Internal and
external areas, Conventional
cement-sand screeds and renders
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